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十二、测量仪表/变送器  Measuring instruments



Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.015%F.S.

Hysteresis 0.015%F.S.

Non-Repeatability 0.01%F.S.

Creep (30min) 0.017%F.S.

Temp. Effect On Output 0.017%F.S./10

Temp. Effect On Zero 0.017%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×450mm

Platform Size 250×300(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for price computing scales, bench scales, 

retail scales, counting scales and balance. OIML approved.

ALUMINIUM 

SUP1

CAPACITY (kg)

3, 5, 6, 7, 8, 10, 15, 20, 30, 50, 60, 150, 200, 250

DIMENSIONS

CAP (kg)  A B C D L M

3~50 130 30 106 22 15 M6

50~250 130 50 106 22 15 M8

 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 1.5±10%mv/ v 

  (1.0, 0.5kg)

Zero Balance ±2%F.S.

Non-linearity 0.03%F..S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F..S.

Temp. Effect On Output 0.03%F..S./10

Temp. Effect On Zero 0.03%F..S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 3×450mm

Platform Size 150×150(mm)

Protection Class   IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for balance and small 

capacity measurement.

ALUMINIUM 

SUP 11

CAPACITY (kg)

0.3, 0.5, 0.6, 1, 1.5, 2

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F..S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×3000mm

Platform Size 300×350(mm)

Protection Class IP66

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scale and balance.

ALUMINIUM 

SUP12

CAPACITY (kg)

5, 7, 10, 15, 15, 30, 50

DIMENSIONS



Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.015%F..S.

Hysteresis 0.015%F.S.

Non-Repeatability 0.01%F.S.

Creep (30min) 0.017%F..S.

Temp. Effect On Output 0.017%F..S./10

Temp.Effect On Zero 0.017%F..S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×1000mm

Platform Size 300×400(mm)

Protection Class IP65

SPECIFICATIONS

Aluminium construction, parallel beam design, high accuracy and good side load tolerance, stable and reliable performance, 

widely used for price computing scales, platform scales, postal scales and other weighing systems. OIML approved.

ALUMINIUM 

SUP13

CAPACITY (kg)

2, 3, 10, 15, 20, 30, 50, 75, 100

DIMENSIONS

CAP (kg)  A 

2~30 20 

50~100 25.4
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Wiring

 Excitation  Excitation 
+ Signal  Signal 
+ Sense  Sense



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×1000mm

Platform Size 250×300(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, 

platform scales and balance.

ALUMINIUM 

SUP14

CAPACITY (kg)

3, 6, 10, 15, 20, 25, 30, 50

DIMENSIONS

CAP (kg)  H 

3~20 18 

25~50 30
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 1.0(2.0, 3.0)±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.05%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.05%F.S.

Creep(30min) 0.05%F.S.

Temp. Effect On Output 0.05%F.S./10

Temp. Effect On Zero 0.05%F.S./10

Input Impedance 1000±50 (410±15) 

Output Impedance 1000±10(350±3) 

Insulation >2000M /50VDC

Recommended Excitation 5V

Maximum Excitation 10V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 3×450(1000)mm

Platform Size 150×100(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium or steel load cell, used for electronic scales, kitchen scales, 

portable scales and balance.

ALUMINIUM / STEEL

SUP15

CAPACITY (kg)

(Aluminium) 3, 5, 6, 10, 15     (Steel) 10, 15, 20, 25, 30, 50

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 1.0(2.0)±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range   -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 3×450mm

Platform Size 200×200(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales and balance.

ALUMINIUM 

SUP2

CAPACITY (kg)

0.3, 0.5, 1, 1.5, 2, 3, 5, 4, 10

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 1.75±10%mv/v

Zero Balance ±5%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min)  0.03%F.S.

Temp. Effect On Output 0.02%F.S./10

Temp. Effect On Zero 0.03%F.S./10

Input Impedance 1130±15

Output Impedance 1000±10

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×1000mm

Platform Size 250×300(mm)

Protection Class IP65

SPECIFICATIONS

Aluminium parallel beam construction, resin sealed, used for weighing scales, body scales and 

other electronic scales with small platform.

ALUMINIUM 

SUP22

CAPACITY (kg)

25, 50, 80

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 1.5±10%mv/v 

  1.0±10%mv/v<0.3kg

Zero Balance ±2%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.02%F.S./10

Temp. Effect On Zero 0.02%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation     >2000M /50VDC

Recommended Excitation  10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size AWG26×400mm

Platform Size 250×300(mm)

Protection Class IP65

SPECIFICATIONS

Aluminium, with overload protection, low capacity. Used for balance and scales for jewellery.

ALUMINIUM 

SUP27

CAPACITY (kg)

0.1, 0.35, 0.4, 0.6, 0.7, 0.75, 1, 2

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0(1.0)±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 3×450mm

Platform Size 250×300(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, platform 

scales and balance.

ALUMINIUM 

SUP3

CAPACITY (kg)

1, 2, 3, 5, 10, 15

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×450mm

Platform Size 250×300(mm)

Protection Class IP65

SPECIFICATION

Single-point parallel beam, aluminium load cell, used for electronic scales, platform scales.

ALUMINIUM 

SUP5

CAPACITY (kg)

5, 6, 8, 15, 20, 35, 50, 100, 250

DIMENSIONS

CAP (kg)  H 

5~8 22 

10~250 29
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×450mm

Platform Size 200×300(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales.

SUP52

CAPACITY (kg)

10, 20, 35, 50

ALUMINIUM 

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 200×300(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales and platform scales.

SUP55

CAPACITY (kg)

3, 5, 10, 15, 20, 30, 35, 50, 60, 80, 100, 150

ALUMINIUM 

DIMENSIONS



Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×450mm

Platform Size 350×350(mm)

Protection Class IP65

SPECIFICATIONS

Aluminium triple beam construction, good protection, high accuracy, used for price computing scales, 

platform scales and postal scales.

SUP56

CAPACITY (kg)

5, 7, 10, 15, 20, 30, 50, 75, 100

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 
+ Signal  Signal 
+ Sense  Sense

 

Wiring



Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 450×550(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, platform scales and 

industrial weighing systems.

SUP6

CAPACITY (kg)

50, 60, 100, 150, 200, 250, 300, 500, 600, 750

ALUMINIUM 

DIMENSIONS

 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

15
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 600×700(mm)

Protection Class IP67

SPECIFICATIONS

Single point centre beam, aluminium load cell, used for electronic scales, platform scales 

and industrial weighing systems.

SUP61

CAPACITY (kg)

50, 60, 100, 150, 200, 250, 300, 500, 600, 750, 1000, 2000

ALUMINIUM 

DIMENSIONS

CAP (kg)  A B C D

200~1000 60 7.85 24.9 M8 (dep)20

1500~2000 50 12.5 25 M12 (dep)20



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 450×550(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, low profile aluminium load cell, used for electronic scales, platform scales 

and industrial weighing systems.

SUP62

CAPACITY (kg)

50, 100, 150, 200, 300, 350, 500, 600

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation   15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 450×550(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, low profile aluminium load cell, used for electronic scales, platform 

scales and industrial weighing systems.

SUP63

CAPACITY (kg)

50, 60, 100, 150, 200, 250, 300

ALUMINIUM 

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 450×600(mm)

Protection Class IP65

SPECIFICATIONS

Single point centre beam, alloy steel load cell, used for electronic scales, platform scales and industrial 

weighing systems.

SUP64

CAPACITY (kg)

100, 150, 200, 300, 500, 600

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 450×550(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium construction, used for electronic scales, platform scales 

and industrial weighing systems.

SUP66

CAPACITY (kg)

50, 70, 100, 150, 200, 300, 500, 600

ALUMINIUM 

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×2000mm

Platform Size 600×800(mm)

Protection Class IP65

SPECIFICATIONS

Aluminium construction, centre shear beam design, high accuracy and good side load tolerance, stable 

performance. Used for platform scales, bench scales and other weighing and force measuring systems.

SUP68

CAPACITY (kg)

100, 150, 200 300, 500, 600, 1000

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep(30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 1200×1200(mm) /  

  800×1000(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, platform 

scales and industrial weighing systems.

SUP7

CAPACITY (kg)

100, 150, 200, 300, 500, 600, 700, 800, 1000, 1500, 2000

ALUMINIUM 

DIMENSIONS

CAP (kg) L H1 H2 W1 W2 M

100~600 140 75 50 25 46 M10 (dep)20

750~2000 176 125 95 46 76 M16x2



 Excitation  Excitation 

+ Signal  Signal 
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 350×450(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, platform 

scales and industrial weighing systems.

SUP8

CAPACITY (kg)

5, 7, 10, 15, 20, 30, 50, 100

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

ysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 350×450(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam aluminium load cell, used for electronic scales, platform scales 

and industrial weighing systems.

SUP88

CAPACITY (kg)

200, 250, 300, 400, 500

ALUMINIUM 

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep(30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 350×450(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, platform scales and 

industrial weighing systems.

SUP91

CAPACITY (kg)

20, 30, 50, 60, 100, 120, 150, 200, 250, 300, 350

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 350×450(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam aluminium load cell, used for electronic scales, platform scales 

and industrial weighing systems.

SUP93

CAPACITY (kg)

35, 50, 60, 100, 120, 150, 200, 250, 300, 350

ALUMINIUM 

DIMENSIONS
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Wiring

27

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M  /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000mm

Platform Size 350×450(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, platform 

scales and industrial weighing systems.

CAPACITY (kg)

50, 60, 100, 150, 200, 250, 300, 350

SUP94
ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000 M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×2000(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, aluminium load cell, used for electronic scales, platform scales 

and industrial weighing systems.

SUP97

CAPACITY (kg)

100, 200, 300, 500

ALUMINIUM 

DIMENSIONS
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+ Signal  Signal 
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Aluminium single point parallel beam structure, good sealing, high accuracy, used for price computing 

scales, platform scales, bench scales and postal scales.

SUP98
ALUMINIUM 

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×450mm

Platform Size 350×350(mm)

Protection Class IP65

SPECIFICATIONS
CAPACITY (kg)

20, 50, 100

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Aluminium, single point parallel beam structure, good sealing, high accuracy, used for price computing scales, 

platform scales, bench scales and postal scales.

SUP99
ALUMINIUM 

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.017%F.S.

Hysteresis 0.15%F.S.

Non-Repeatability 0.15%F.S.

Creep (30min) 0.02%F.S.

Temp. Effect On Output 0.017%F.S./10

Temp. Effect On Zero 0.017%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×2000mm

Platform Size 400×500(mm)

Protection Class IP65

SPECIFICATIONS
CAPACITY (kg)

50, 100, 150, 200

DIMENSIONS
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.017%F.S.

Hysteresis 0.015%F.S.

Non-Repeatability 0.015%F.S.

Creep (30min) 0.02%F.S.

Temp. Effect On Output 0.017%F.S./10

Temp. Effect On Zero 0.017%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×2000mm

Platform Size 300×400(mm)

Protection Class IP65

SPECIFICATIONS

Aluminium parallel beam structure, C3 accuracy, used for weighing scales, price computing 

and retail scales.

SUP100

CAPACITY (kg)

5, 10, 15, 20, 25, 30, 35, 40

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.017%F.S.

Hysteresis 0.015%F.S.

Non-Repeatability 0.015%F.S.

Creep (30min) 0.02%F.S.

Temp. Effect On Output 0.017%F.S./10

Temp. Effect On Zero 0.017%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×2000mm

Platform Size 400×500(mm)

Protection Class IP65

SPECIFICATIONS

Single point parallel beam, used for electronic platform scales, batching scales 

and other industrial weighing systems.

SUP101

CAPACITY (kg)

50, 100, 150, 200, 360

ALUMINIUM 

DIMENSIONS
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+ Signal  Signal 
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10

Temp. Effect On Zero 0.025%F.S./10

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M  /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10 40

Operating Temp. Range -20 60

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×2000mm

Platform Size 300×400(mm)

Protection Class IP65

SPECIFICATIONS

Centre shear beam design, used for electronic platform scales, bathing scales and 

other industrial weighing systems.

SUP102

CAPACITY (kg)

100, 150, 200, 300, 350, 500

ALUMINIUM 

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 4×2000mm

Protection Class IP65

SPECIFICATIONS

“ ” 

S-Type parallel/shear beam, aluminum load cell, used for electronic scales modified from mechanical scales, 

hopper scales, force calibration systems and industrial weighing and control systems.

ALUMINIUM 

SAS

CAPACITY (kg)

3, 5, 10, 15, 20, 25, 30, 35, 40, 50, 60, 100, 200, 250, 300 

DIMENSIONS

 
A         B         C  D           ECapacity (kg)

3~25 63.5 50.8 12.7 17 M6x1-6H

30~200 76.2 50.8 25.4 30 M12x1.75-6H  
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Wiring

35

DIMENSIONS

 
A B C D E

Capacity (kg)

20~75 63.5 50.8 12.7 16.7 M8x1.25-6H

100~300 76.2 50.8 19.1 25.4 M10x1.75   

500~2000 76.2~108 50.8~76.2 25.4~30 31.6~36.3 M12x1.75~M18x1.5

2500~3000 108 76.2 12.7  M18x1.5

5000~10000 108~178 76.2~127 31.8~50.8 M18x1.5~M30x2-6H

Rated Output 2.0(3.0)±10%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

(30) Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×3000mm

Protection Class IP65

SPECIFICATIONS

S-Type shear beam, steel built load cell, used for electronic scales modified from mechanical scales, 

hopper scales, force measuring systems, industrial weighing and control systems.

STEEL 

STS

CAPACITY (kg)

20, 50, 100, 200, 300, 500, 750, 1000, 2000, 3000, 5000, 10000
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

DIMENSIONS

 
A  B  C  ECapacity (kg)

100~750 70 19 80 M10x1.5

1000~1500 70 25 80 M12x1.5

2000~5000 95 25 108 M18x1.5

10000 130 51 178 M30x2

20000 160 60 190 M39x2 

Rated Output 2.0(3.0)±10%mv/v

Zero Balance         ±1%F.S.

Non-linearity          0.03%F.S.

Hysteresis                  0.03%F.S.

Non-Repeatability         0.02%F.S.

Creep (30min)     0.03%F.S.

Temp. Effect On Output   0.03%F.S./10˚C

Temp. Effect On Zero     0.03%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±3

Insulation   >2000M /50VDC

Recommended Excitation 10V

Maximum Excitation   15V

Compensated Temp. Range   -10~40˚C

Operating Temp. Range     -20~60˚C

Safe Overload     150%F.S.

Ultimate Overload    300%F.S.

Cable Size 5×3000mm

Protection Class      IP66

SPECIFICATIONS

S-Type steel load cell, tension and compression loading, used for batching scales, industrial weighing and control 

systems and force measuring systems.

STEEL 

STS3

CAPACITY (kg)

100, 200, 3000, 5000, 6000, 7500, 10000, 15000, 20000
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S. 

Creep (30min)    0.025%F.S.

Temp. Effect On Output 0.025%F.S./10˚C

Temp. Effect On Zero 0.025%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60 

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×3000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

STS4

S-Type steel built load cell, tension and compression loading, used for batching scales, industrial 

weighing systems and force calibration systems.

CAPACITY (kg)

50, 100, 200, 300, 1000, 1500, 2000, 3000, 5000, 7500

DIMENSIONS

 
A  B  C  MCapacity (kg)

50~500 63.5 22 59.5 M12  

1000~2500 82 30 78 M16×2 

3000~5000 102 45 90 M24×2 

7500 167 50 163 M30×2
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

emp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 4×3000mm

Protection Class IP65

SPECIFICATIONS

S-Type steel construction load cell, tension and compression loading, used for batching scales, industrial 

weighing and control systems.

STEEL 

STS5

CAPACITY (kg)

45

DIMENSIONS
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Rated Output 2.0±10%mv/v

Zero Balance ±5%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.25%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×3000mm

Protection Class IP65

SPECIFICATIONS

STEEL 

STS-L

S-Type tension and compression load cell, tool steel construction, used for batching scales and industrial 

weighing systems.

CAPACITY (kg)

1000, 1200, 1600

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 
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Rated Output 2.0±1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10˚C

Temp. Effect On Zero 0.025%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×5000mm

Protection Class IP65

SPECIFICATIONS

Tension load cell with alloy tool steel construction. 

STEEL 

SUI

CAPACITY (kg)

100, 200, 300, 500, 1000

DIMENSIONS
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 5×1500mm

Protection Class IP65

SPECIFICATIONS

ALUMINIUM 

SULA

Single ended shear beam, aluminium construction, good sealing protection, used for 

small-mid capacity weighing and force testing systems. 

CAPACITY (kg)

200, 300, 500, 750, 1000

DIMENSIONS
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DIMENSIONS

 
A  B  C  D  E  F  G  H

 
Capacity (kg)

100~250 15.8 25.4 76.2 130 25.4 31.8 13.5 M12x1.75

500~2000 15.8 25.4 76.2 130 31.8 31.8 13.5 M12x1.75

2500~5000 19.1 38.1 95.3 171.5 38.1 38.1 19.8 M18x1.5

7500~10000 25.4 50.8 123.9 225.6 50.8 50.8 26.2 M30x2

Rated Output 2.0(3.0)±0.1%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.025%F.S./10˚C

Temp. Effect On Zero 0.025%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

SUL

Single ended shear beam load cell, steel construction, widely used for floor scales, ground scales, hopper scales, 

batching scales and industrial weighing systems.

CAPACITY (kg)

100, 200, 250, 500, 1000, 1500, 2000, 2500, 5000, 10000
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Rated Output 2.0(3.0)±0.1%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02(0.03)%F.S.

Hysteresis 0.02(0.03)%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.03%F.S

Temp. Effect On Output 0.02(0.03)%F.S./10˚C

Temp. Effect On Zero 0.02(0.03)%F.S,/10˚C

Input Impedance 385±15

Output Impedance 350±3

 Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×2000mm

Protection Class IP67

SPECIFICATIONS

Single ended bending load cell, complete enclosed welding, alloy steel/stainless steel construction, used 

for hopper scales, batching scales and industrial weighing systems.

STEEL 

SUW

CAPACITY (kg)

20, 30, 50, 100, 200, 300, 500, 1000, 1500

DIMENSIONS

 
A         B         C  D  E  F

 
Capacity (kg)

20~300 120 10 18 82 36 26.6

500~1500 210 14 40 133 60 37 

 
G  H  L  M  N

 
Capacity (kg)

20~300 8.5 45 8.5 M8 20 20

500~1500 13 60 13 M8 36 25
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DIMENSIONS

 
A  B  C  F  E  J  D  R  Capacity (klb)

5K~10K 206.3 133.1 15.8 174.8 28.5 43.2 16.8 12.7

20K 206.3 133.1 21.3 174.3 28.5 49.5 16.8 12.7

30~50K 206.4 164.8 25.4 215.9 60.2 76.9 26.9 25.4

100K 285.8 190.2 31 241.3 63.5 88.9 26.9 38.1

150K 285.8 190.2 31 241.3 71.1 99.1 26.9 38.1

Rated Output 3.0±1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.05%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.05%F.S.

Creep (30min) 0.1%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 700±15

Output Impedance 700±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×5000mm

Protection Class IP66

SPECIFICATIONS

Double ended shear beam load cell, used for electronic scales, industrial force measuring 

and weighing systems.

STEEL 

SUG

CAPACITY (klb)

5, 10, 20, 30, 50, 100, 150
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DIMENSIONS ( inch)

 
A  C  D  E  F  G  H  J  L

 
Capacity (klb)

10~25 0.68 1.69 1.94 7.75 6.5 1.38 0.75 0.9 1.7

40~50 0.81 1.94 2.44 10.25 8.5 1.96 1 1.12 2.1

50~75 1.06 2.44 2.94 10.25 8.5 1.93 1 1.37 2.65

100~125 1.62 2.94 3.86 15.25 12.75 3.13 1.5 1.8 3.43

Rated Output 2.0(3.0)±0.1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 785±15

Output Impedance 700±5

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

SUJ

Tool steel construction, bridge type double ended shear beam design, high accuracy and good side load 

tolerance, stable and reliable performance. Used for electronic truck scales, rail scales, crane scales, hopper scales 

and other weighing systems.

CAPACITY (klb)

10, 20, 25, 40, 50, 75, 100, 125
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Rated Output 2.0(3.0)±0.1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 770±10

Output Impedance 700±5

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

Tool steel construction, bridge type double ended shear beam and steel ball centre positioning design, high accuracy and side 

load tolerance, stable performance. Used for electronic truck scales, rail scales, ground scales and other weighing systems.

STEEL 

SUK

CAPACITY (kg)

5000, 10000, 15000, 20000, 30000

DIMENSIONS
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Rated Output 3.0±0.1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep ( 30min) 0.05%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 750±15

Output Impedance 700±5

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

SUN

Bridge type double ended shear beam load cell, tool steel construction, used for weighbridge, ground 

scales and other large scales.

CAPACITY (t)

20, 30, 45, 50, 60

DIMENSIONS
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F G K M N

 
Capacity (klb)

50~75 74.68 88.14 19.05 25.4 49.28

100 98 118.85 25.4 38.1 73.7

DIMENSIONS

 
A B C D E

 
Capacity (klb)

50~75 292.1 254 43.18 55.88 43.18

100 368.3 317.5 61.98 81.82 50.8

Rated Output 3.0±0.1%mv/v

Zero Balance ±0.03%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 750±25

Output Impedance 700±5

Insulation >2000/50VDCM

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -30~70˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

SUM

Double ended shear beam structure, steel construction, used for electronic truck scales, rail scales and 

other electronic weighing systems.

CAPACITY (klb)

50, 60, 75, 100
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DIMENSIONS

 
A         B         C  D  E  F

 
Capacity (kg)

500~2500 31.5 31.5 158.75 195.6 12.7 31.5

5000~10000 49.28 36.58 190.5 222.3 20.6 50.55

20000~30000 74.68 61.98 292.1 342.9 26.92 76.2

Rated Output 2.0(3.0)±0.1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 750±15

Output Impedance 700±5

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

Tool steel construction, bridge type double ended shear beam design, high accuracy and good side load tolerance, stable 

performance. Used for electronic truck scales, rail scales, crane scales, hopper scales and other weighing systems.

STEEL 

SUQ

CAPACITY (kg)

500, 2500, 5000, 7500, 10000, 12000, 30000
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Rated Output 2.0±1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 450±15(750±15)

Output Impedance 480±5(700±5)

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP67

SPECIFICATIONS

Column type compression load cell, used for electronic scales and industrial weighing systems.

STEEL 

SUD

CAPACITY (t)

5, 10, 20, 25, 30, 45, 50, 100

DIMENSIONS

 
A  B  C  D  E  F  G  M

 
Capacity (t)

5~20 73 82.6 32.5 152 64 10 31.8 M12x1.75

45 105 127 54.6 152 86 13 59 M18x1.5

90 152 184 92 432 108 26 80 M20x1.5
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Rated Output 2.0±1%(3.0±1%)mv/v

Zero Balance ±2%F.S.

Non-linearity 0.02(0.03)%F.S.

Hysteresis 0.02(0.03)%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 385±15(750±15)

Output Impedance 350±3(700±5)

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

SUA

Low profile compression and tension wheel style load cell, alloy steel construction, used for electronic 

truck scales, rail scales and other industrial weighing systems.

CAPACITY (t)

2, 5, 10, 20, 25, 30, 50

DIMENSIONS

 
A  B  C  D  E  F  J  R

 
Capacity (t)

2~5 112 32 37.9 19 33 51.4 92.2 16

10~25 123 32 47 24 41 54 101 22

50 140 51 51 52 51 57 116 25
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Rated Output 2.0±1%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.05%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range 10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×2000mm

Protection Class IP65

SPECIFICATIONS

Low profile compression wheel style load cell, alloy steel construction, used for platform scales, hopper scales, 

truck scales and other industrial weighing systems.

STEEL 

SUB

CAPACITY (kg)

250, 1000, 2500, 5000

DIMENSIONS

 
A         B         C   D  E  M

 
Capacity (kg)

250~1000 75 25 57  11 6.5 M10x1.5

1000~2500 90 25 66  15 8.5 M12

2500~5000 140 45 115  18 11 M24x3
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Rated Output 3.0(2.0)±1%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.05%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 385±30  (750±30

Output Impedance 350±4  (700±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×2000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

SGC

Tool steel construction, low profile compression design, easy to install, high accuracy and good side load 

tolerance, stable performace. Used for various weighing and force measurement systems.

CAPACITY (kg)

500, 1000, 1500, 2000, 3000, 5000, 10000

DIMENSIONS
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Rated Output 1.5(2.0)±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.1%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.05%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.05%F.S./10˚C

Temp. Effect On Zero 0.05%F.S./10˚C

Input Impedance 400±30

Output Impedance 350±5

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 120%F.S.

Ultimate Overload 300%F.S.

Cable Size 3×1000mm

Protection Class IP66

SPECIFICATIONS

Compact size and structure, used for force measurement and industrial applications.

STEEL 

TCPM

CAPACITY (kg)

50, 100, 150, 200, 300, 500

DIMENSIONS
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Rated Output 2.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.05%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.03%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.05%F.S./10˚C

Input Impedance 387±30 750±30

Output Impedance 350±3 700±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 4×3000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

LPX

Alloy steel construction, low profile compression design, easy to install, high accuracy and side 

load tolerance, stable performace. Used for weighing and testing systems.

CAPACITY (kg)

25, 50, 100, 150, 200, 500, 750, 1000

DIMENSIONS
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Rated Output 1.5±0.1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.05(0.10)%F.S.

Hysteresis 0.05(0.10)%F.S.

Non-Repeatability 0.03(0.05)%F.S.

Creep (30min) 0.5(0.1)%F.S.

Temp. Effect On Output 0.05%F.S./10˚C

Temp. Effect On Zero 0.05%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±5

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

Load pin, alloy steel/stainless steel construction.

STEEL 

SUR

CAPACITY (kg)

5000, 10000, 20000

DIMENSIONS
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DIMENSIONS

 
B C D E F L H Capacity (kg)

2000~5000 35 20 12 12 35 105 6

10000 50 30 18 18 48 152 5

20000 65 32 25 20 65 190 10

40000 85 36 28 35 89 256 14.5

Rated Output 1.0±10%mv/v

Zero Balance ±2%F.S.

Non-linearity ±0.5%F.S.

Hysteresis ±0.5%F.S.

Non-Repeatability ±0.3%F.S.

Creep (30min) 0.2%F.S.

Temp. Effect On Output 0.2%F.S./10˚C

Temp. Effect On Zero 0.2%F.S./10˚C

Input Impedance 400±25

Output Impedance 350±5

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -30~70˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×3000mm

Protection Class IP66

SPECIFICATIONS

STEEL 

ASP

Load pin, steel or stainless steel construction.

CAPACITY (kg)

2000, 5000, 10000, 20000, 40000
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Rated Output 3.0(2.0)±1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.03%F.S./10˚C

Temp. Effect On Zero 0.03%F.S./10˚C

Input Impedance 380±30

Output Impedance 350±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×6000mm

Protection Class IP66

SPECIFICATIONS

Crane scale load cell, high grade alloy tool steel construction, used for crane scales and other 

industrial applications.

STEEL 

CSL

DIMENSIONS ( inch)

 
A  B  C  D  E  F  G  H  K

 
Capacity (lb)

12K 7.75 1.75 1 0.875 6 3.875 0.875 0 0

30K 9.04 3.04 1 1.52 6 4.52 1.52 0 0

40~50K 9.04 3.04 1.45 1.52 6 4.52 1.52 0 0

50K 18.10 3.6 1.5 2.02 14.511 8 1.8 4.625 7/16

75~100 21.215 4.5 1.5 2.81 16.815 9.15 2.2 5.5 7/16

150K 23 5.5 2.13 3.31 17 10.2 3 5.7 7/16

200K 24.5 6.5 2.36 3.81 17.42 11.2 3.54 6.5 7/16

250K 29.77 7.5 2.5 3.81 20.87 14.95 4.45 6.75 7/16

300K 31.75 7.5 2.5 4.31 22.75 15.25 4.5 7.75 7/16

400K 34 8.8 3 4.8 22.8 17 5.6 5.5 7/16



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

59

Rated Output 2.0(3.0)±10%mv/v

Zero Balance ±2%F.S.

Non-linearity 0.03%F.S.

Hysteresis 0.03%F.S.

Non-Repeatability 0.03%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.02%F.S./10˚C

Temp. Effect On Zero 0.02%F.S./10˚C

Input Impedance 385±30

Output Impedance 350±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 5×2000mm

Protection Class IP65

SPECIFICATIONS

STEEL 

SBC

Toggle style structure, compression force transducer, used for weighing and testing systems.

CAPACITY (KN)

25, 10, 50, 100

DIMENSIONS
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Rated Output 2.0±1%mv/v

Zero Balance ±3%F.S.

Non-linearity 0.5%F.S.

Hysteresis 0.5%F.S.

Non-Repeatability 0.1%F.S.

Creep (30min) 0.5%F.S.

Temp. Effect On Output 0.1%F.S./10˚C

Temp. Effect On Zero 0.2%F.S./10˚C

Input Impedance 350±30

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 5VDC

Maximum Excitation 7VDC

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 2×2000mm

Protection Class IP66

SPECIFICATIONS

Miniature button compression force sensor, stainless steel construction, used for force

measuring systems.

STEEL 

SMC

CAPACITY ( lb)

25, 50, 100

DIMENSIONS
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Rated Output 2.0±1%mv/v

Zero Balance ±3%F.S.

Non-linearity 0.5%F.S.

Hysteresis 0.5%F.S.

Non-Repeatability 0.1%F.S.

Creep (30min) 0.2%F.S.

Temp. Effect On Output 0.1%F.S./10˚C

Temp. Effect On Zero 0.2%F.S./10˚C

Input Impedance 350±30

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 5VDC

Maximum Excitation 7VDC

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 3×2000mm

Protection Class IP65

SPECIFICATIONS

Miniature button compression force transducer, stainless steel construction, mainly used for small 

size force measuring systems.

STEEL 

SMC2

CAPACITY ( lb)

100, 250, 500, 750, 1000, 2000, 2500

DIMENSIONS
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Wiring

Rated Output 2.0mv/v

Zero Balance ±3%F.S.

Non-linearity 2%F.S.

Hysteresis 2%F.S.

Non-Repeatability 0.5%F.S.

Creep (30min) 0.5%F.S.

Temp. Effect On Output 0.18%F.S./10˚C

Temp. Effect On Zero 0.36%F.S./10˚C

Input Impedance 350±30

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 5VDC

Maximum Excitation 7VDC

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 3×2000mm

Protection Class IP65

SPECIFICATIONS

Miniature button compression force sensor, stainless steel construction, mainly used for small-sized force 

measuring systems.

STEEL 

SMC3

CAPACITY ( lb)

25, 50, 100, 150, 250, 300, 500, 1000

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±3%F.S.

Non-linearity 0.05%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.05%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.05%F.S./10˚C

Temp. Effect On Zero 0.05%F.S./10˚C

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 0.8×1.5mm

Protection Class IP65

SPECIFICATIONS

Aluminium tri-beam construction, widely used for force measuring instruments.

ALUMINIUM 

SAS7

CAPACITY (g)

100, 250, 500, 1000

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±10%mv/v

Zero Balance ±3%F.S.

Non-linearity 0.02%F.S.

Hysteresis 0.02%F.S.

Non-Repeatability 0.02%F.S.

Creep (30min) 0.02%F.S.

Temp. Effect On Output 0.1%F.S./10˚C

Temp. Effect On Zero 0.1%F.S./10˚C

Input Impedance 410±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 0.8×150mm

Protection Class IP65

SPECIFICATIONS

Aluminium tri-beam construction, mainly used for various force measuring instruments and material 

testing machines.

ALUMINIUM 

SAS2

CAPACITY (N)

5, 10, 25, 50, 100, 250, 500

DIMENSIONS



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring
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Rated Output 2.0±10%mv/v

Zero Balance ±3%F.S.

Non-linearity 0.06%F.S.

Hysteresis 0.06%F.S.

Non-Repeatability 0.05%F.S.

Creep (30min) 0.1%F.S.

Temp. Effect On Output 0.1%F.S./10˚C

Temp. Effect On Zero 0.1%F.S./10˚C

Input Impedance 385±15

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 0.8×1.5mm

Protection Class IP65

SPECIFICATIONS

Tool steel tri-beam construction with overload protection, widely used in force measuring instruments 

and mateterial testing machines.

STEEL 

STS7

CAPACITY (N)

1000, 2500

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

DIMENSIONS

Rated Output 1.5mv/v

Zero Balance ±2%F.S.

Non-linearity 0.1%F.S.

Hysteresis 0.05%F.S.

Non-Repeatability 0.05%F.S.

Creep(30min) 0.05%F.S.

Temp. Effect On Output 0.05%F.S./10˚C

Temp. Effect On Zero 0.05%F.S./10˚C

Input Impedance 385±30

Output Impedance 350±3

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 300%F.S.

Cable Size 4×2000mm

Protection Class IP66

SPECIFICATIONS

Small size construction force sensor, mainly used for strain measuring and monitoring of large-size 

machine, such as tank, bridge, and hydraulic pressure machine. Easy to install and good stability.

STEEL 

VLL

CAPACITY (μm)

300, 500, 700



 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

67

Rated Output 2.0±1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.2%F.S.

Hysteresis 0.2%F.S.

Non-Repeatability 0.1%F.S.

Creep (30min) 0.1%F.S.

Temp. Effect On Output 0.1%F.S./10˚C

Temp. Effect On Zero 0.10%F.S./10˚C

Input Impedance 350±30

Output Impedance 350±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S.

Ultimate Overload 200%F.S.

Cable Size 0.8×150mm

Protection Class IP65

SPECIFICATIONS

Steel built torque sensor, widely used for various torque testing, calibration and measuring machines.

STEEL 

SN1

CAPACITY (NM)

10

DIMENSIONS
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 Excitation  Excitation 

+ Signal  Signal 

 

Wiring

Rated Output 2.0±1%mv/v

Zero Balance ±1%F.S.

Non-linearity 0.2%F.S.

Hysteresis 0.2%F.S.

Non-Repeatability 0.05%F.S.

Creep (30min) 0.05%F.S.

Temp. Effect On Output 0.036%F.S./10˚C

Temp. Effect On Zero 0.036%F.S./10˚C

Input Impedance 410±30

Output Impedance 350±4

Insulation >2000M / 50VDC

Recommended Excitation 10V

Maximum Excitation 15V

Compensated Temp. Range -10~40˚C

Operating Temp. Range -20~60˚C

Safe Overload 150%F.S

Ultimate Overload 200%F.S.

Cable Size 0.8×150mm

Protection Class IP65

SPECIFICATIONS

Alloy aluminium built torque sensor, widely used for torque measuring machine and calibration instruments. 

ALUMINIUM 

SN2

CAPACITY (NM)

1.5, 3, 6, 10, 15, 60, 150

DIMENSIONS



SPECIFICATIONS   TECH. INDEX

Pressure transmitter with complete stainless steel construction, advanced silicon isolated element, digital compensation 

technology, high accuracy, stable and reliable performance. Used for level measurement in hydraulic, electrical and chemical 

industries.

STEEL 

SYP-01

CAPACITY (MH20)

0.1, 0.2, 0.3, 0.5, 1, 1.5, 2, 3, 5, 10, 15, 20, 25, 30, 35, 50, 60, 100, 200
Sensor

Rated Output  < 5MH2O  S=50±2%mv>5MH2O  S=100±2%mv

Zero Balance 1% mv

Non-linearity 0.10~0.5%F.S.

Hysteresis 0.10~0.5%F.S.

Non-Repeatability 0.1~0.3%F.S.

Temp. Effect On Output 0.05%F.S/10˚C

Temp. Effect On Zero 0.05%F.S/10˚C

Input Impedance >1000±10%

Output Impedance >1000±10%

Insulation >2000M

Recommended Excitation 5~15V

Compensated Temp. Range -20~80˚C

Operating Temp. Range -40~125˚C

Ultimate Overload 150%F.S.

Cable Size 7.5

Protection Class IP68

Transducer

Accuracy ±0.25%~1% of  F.S.

Output   0~5V 0~10V 0~10mA 4~20mA(three wire)DC 4~20mA(two wire)DC

Zero offset ±1% output

Span tolerance ±1% output

Operating temperature -20~85˚C

Excitation range 12~36VDC

  Zero/Span   thermal error   <±2 F.S.˚C

DIMENSIONS

69



SPECIFICATIONS

Pressure transmitter with complete stainless steel construction, advanced silicon isolated element, digital compensation 

technology, high accuracy, stable and reliable performance. Used for level measurement in hydraulic, electrical and chemical 

industries.

STEEL 

SYP-015

CAPACITY (Mpa)

0.1, 0.2, 0.3, 0.5, 1, 1.5, 2, 3, 5, 10, 15, 20, 25, 30, 35, 50, 60, 100
Sensor

Rated Output  < 3Mpa  S=1.0 mv/v±2% >3Mpa  S=1.5 mv/v±2%

Zero Balance 1 mv/v

Non-linearity                     0.15%F.S.   0.3(<3 Mpa)

Hysteresis 0.15%F.S.

Non-Repeatability 0.1%F.S.

Temp. Effect On Output 0.05%F.S./10˚C

Temp. Effect On Zero 0.05%F.S./10˚C

Input Impedance 1000(350)±10%

Output Impedance 1000(350)±10%

Insulation >2000M

Recommended Excitation 5~15V

Compensated Temp. Range 0~60˚C

Operating Temp. Range -10~80˚C

Ultimate Overload 150%F.S.

Connector Hirschmann

Protection Class IP67

Transducer

Accuracy ±0.25%~1% of  F.S.

Output   0~5V 0~10V 0~10mA 4~20mA(three wire)DC 4~20mA(two wire)DC

Zero offset ±1% output

Span tolerance ±1% output

Operating temperature -20~85˚C

Excitation range 12~36VDC

  Zero/Span   thermal error <±2 F.S.˚C

DIMENSIONS
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PRODUCT CATALOGUE 

  

       

 

超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

SC10A

产品特性

  LED   

  <0.01%  

  0.01%  

A/D   >100-1600 /   

  ±30mV  

  1~8 350   

  4~20mA 0~±10V  

  10ppm/   

  10 V /   

  5VDC  

  24± 10%VDC  

  8W  

  Isolated RS2321485  

  2 3   

  -40~85   

  0.5kg  

  (Plastic Shell)  

  IP64  
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力值显示测量仪表模块
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超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

力值显示测量仪表模块

SC20A

产品特性

  LED   

  <0.01%  

  0.01%  

A/D   >100-1600 /   

  ±30mV  

  1~8 350   

  4~20mA 0~±10V  

  10ppm/   

  10 V /   

  5VDC  

  24± 10%VDC  

  8W  

  Isolated RS2321485  

  2 3   

  -40~85   

  0.5kg  

  (Plastic Shell)  

  IP64  

 72



P ROD U CT CAT A LOGU E  

  

       

 

超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

力值显示测量仪表模块

SC30A

产品特性

  LED   

  <0.01%  

  0.01%  

A/D   >100-1600 /   

  ±30mV  

  1~8 350   

  4~20mA 0~±10V  

  10ppm/   

  10 V /   

  5VDC  

  24± 10%VDC  

  8W  

  Isolated RS2321485  

  2 3   

  -40~85   

  0.5kg  

  (Plastic Shell)  

  IP64  
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超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

模拟重量变送器

SA11

产品特性
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超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

模拟重量变送器

SA12

产品特性
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超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

高精度称重仪表

SCZ202

产品特性
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超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

力值显示测量仪表模块

SC11

产品特性
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超强抗干扰设计，适应多种灵敏度，

抗干扰、高精度、性能强。

便携式测力仪

SPX

产品特性
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